NAMEPLATE DATA ENTRY

ELWOOD dNameplate_N-5630-2-H
September 28, 2022

% Auxis Properties - =2 @
Categories:
- General Motor Device Specification
=3 Motor
L Moded Data Source: [Hanepla‘le Datashest v] Parameters...
Motor Fesdback Catalog Mumber: | <none> Change Cataleqg...
i~ Sealing - - =
- Hookup Tesls Mator Type: [H-:rleqf Permanent Magnet "I
- Polarity - - '
_Fl]_l'tl:ltLH"I& UI'I-ITE H-;'-' v |
E '-’3!3“3| Hameplate | Datasheet - Phase to Phase parameters
| - Backlash
| Compliance Rated Power: 1.2 kW Pole Count: 4
-~ Posdion Loop Rated Votage: 230 Volts (RMS)
- Velacty Loap : : . :
- Torque/Curert Loop Rated Speed: 4000 RPM Max Speed: 4000 RPM
— Planner Rated Cument; 8.3 Amps (AMS) Peak Cumrent: 24.9 Amps (RMS)
:;'::: Reted Torgue: 3.4 Nem Motor Overoad Limt:  100.0 % Rated
- Diitwe: Parameters
- Parameter List
— Status
- Fauls & Alams
- Tag
&) (o) [ | (oo ]
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NAMEPLATE DATA ENTRY

ELWOOD dNameplate_N-5630-2-H
September 28, 2022

'E) Axis Properties =1 @
Categories:

- General Motor Model Phase to Phase Pareameters

= Motor T

DL Torgue Constant (K 0.54 N-m/Amps(RMS)

- Mator Feedback Voltage Constant (Ke): 33.23 Volts(RMS)/KRPM

- Scaling . : 00

. Hookup Tests Resistance (Rs): 0.9 Ohrns

- Polarty Inductance (Ls): 0.0043 Hennes

o artture -

i F Profi
& Load lux Saturation Profile

! L Bacllash P Saturgtion @ 12.5%: 100.0 % Mominal Inductance
| Compliance z - . .

Postion Loap A Saturstion & 25,0%: 100.0 % Mominal Inductance
I Velocty Loap Fiee Saturation & 37.5%: 100.0 % Mominal Inductance
'IP'luru_ue.-'ﬂun'EIi Loop P Saturgtion @ 50.0%: r % Nominal Inductance
i~ Planner

- Homing A Saturstion @ 62.5%:; 100.0 % Nomingl Inductance
- Actions Flc Saturation @ 75.0%:  100.0 % Nominal Inductance
i~ Diriwe Parameters . o YT S— ;

<. Paaster Ligt A Saturation & 87 5%: 100.0 % Mominal Inductance
— Status Pz Szturstion @ 100%: 100.0 ¥ Nominal Inductance
- Fauks & Alanms

ok ] [ concel ] [ ey | [ Heb ]
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% Auxis Properties =2 @
Categories:

- General Motor Feedback Device Specification

- Mator - —

" Model Device Function: Moator Mounted Feedback P T
Fesdback Channel: Feedback 1

— Scaing Type: e :

- Hookup Tests [[Zhgnal faBwih VN ]

- Polarty Units: |Rev -

- Autotune Digital AqB with UVW
= Load .

| i Backlash Cycle Resolution: 2000 Feedback Cycles/Rev

i Compliance Cycle Interpolation: 4 Feedback Counts per Cycle

- Posdion Locp Effective Resohion: 8000 Feedback Counts per Rev

- Velocty Laop

- Planner

- Homing

- Actions

- Drive: Paramelers

- Parameter List

— Status )

- Faults & Alams Commutation

- Tag

Offset 0.0 Degrees
&) [ows]) [ | (o]
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